	UAP - Profile 
Parallelflanschig, Laser geschweisst,

Ausführung nach EN 10088-3 1D
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	h
	b
	s
	t
	[ kg/m ]

	80
	40
	4
	4
	4.90

	
	40
	5
	5
	5.90

	
	40
	6
	6
	7.05

	
	45
	6
	6
	7.60

	
	45
	6.0
	8.0
	8.65

	100
	50
	4
	4
	6.10

	
	50
	5
	5
	7.65

	
	50
	6
	6
	8.90

	
	50
	6.0
	8.5
	10.60

	120
	55
	7.0
	9.0
	13.40

	
	60
	5
	5
	9.20

	
	60
	6
	6
	10.90

	130
	55
	6.0
	9.5
	13.70

	
	65
	5
	5
	9.90

	
	65
	6
	6
	11.80

	140
	60
	7.0
	10.0
	16.20

	
	70
	6
	6
	12.90

	
	70
	7
	7
	14.90

	
	70
	8
	8
	16.80

	150
	65
	7.0
	10.25
	17.90

	
	75
	6
	6
	13.80

	
	75
	8
	8
	18.10

	160
	65
	7.5
	10.5
	18.80

	
	80
	6
	6
	14.80

	
	80
	8
	8
	19.40

	175 
	70
	7.5
	10.5
	21.20

	180
	70
	8.0
	11.0
	22.00

	
	90
	6
	6
	16.60

	
	90
	8
	8
	22.00

	200
	75
	8.5
	11.5
	25.30

	
	100
	6
	6
	18.70

	
	100
	8
	8
	24.60

	
	100
	10
	10
	30.40
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	h
	b
	s
	t
	[ kg/m ]

	220
	80
	9.0
	12.5
	29.40

	240
	85
	9.5
	13.0
	33.20

	250
	85
	9.0
	13.5
	34.40

	260
	90
	10.0
	14.0
	37.90

	280
	95
	10.0
	15.0
	41.80

	300
	100
	10.0
	16.0
	46.20

	


	Toleranzen gem. EN 10279 Tab. 2

	
	Abmessungsbereich
	Toleranzen
	

	h
	80 – 200 mm

220 – 300 mm
	+/- 2.0 mm

+/- 3.0 mm
	

	b
	25 – 75 mm
80 – 100 mm
	+/- 1.5 mm

+/- 2.0 mm
	

	s
	  7 - 10 mm
	+/- 0.5 mm
	

	t
	  9 - 16 mm
	+/- 1.0 mm
	

	Güten
	1.4301 / 1.4307 / 1.4401/ 1.4404 / 1.4571 
	

	
	


	Statische Werte

	Kurzz.
	h

mm
	b

mm
	s

mm
	t

mm
	G

kg/m
	F

mm2
	Ix

cm4
	Wx

cm3
	Iy

cm4
	Wy

cm3

	UAP 80 *
	80
	45
	6.0
	8.0
	8.65
	1100
	106
	26.5
	19.4
	6.36

	UAP 100*
	100
	50
	6.0
	8.5
	10.60
	1350
	206
	41.2
	29.3
	8.49

	UAP 120*
	120 
	55
	7.0
	9.0
	13.40
	1700
	364
	60.7
	43.2
	11.1

	UAP 130
	130
	55
	6.0
	9.5
	13.70
	1720
	459
	70.0
	51.3
	13.7

	UAP 140*
	140 
	60
	7.0
	10.0
	16.20
	2040
	605
	86.4
	62.7
	14.8

	UAP 150   
	150 
	65
	7.0
	10.25
	17.90
	2250
	796
	106
	93.3
	20.9

	UAP 160*
	160 
	65
	7.5
	10.5
	18.80
	2400
	925
	116
	85.3
	18.3

	UAP 175
	175
	70
	7.5
	10.5
	21.20
	2660
	1270
	145
	126
	25.9

	UAP 180*
	180
	70
	8
	11.0
	22.00
	2800
	1340
	150
	114
	22.4

	UAP 200*
	200
	75
	8.5
	11.5
	25.30
	3220
	1910
	191
	148
	27.0

	UAP 220*
	220
	80
	9.0
	12.5
	29.40
	3740
	2690
	245
	197
	33.6

	UAP 240*
	240
	85
	9.5
	13.0
	33.20
	4230
	3600
	300
	248
	39.6

	UAP 250
	250
	85
	9.0
	13.5
	34.40
	4320
	4140
	330
	295
	48.9

	UAP 260*
	260
	90
	10.0
	14.0
	37.90
	4830
	4820
	371
	317
	47.7

	UAP 280*
	280
	95
	10.0
	15.0
	41.80
	5330
	6280
	448
	399
	57.2

	UAP 300*
	300
	100
	10.0
	16.0
	46.20
	5880
	8030
	535
	495
	67.8

	* Abmessungen gem. DIN 1026
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